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PRODUCT DATA SHEET: SOLAR PANEL STUFF  
 

SOLAR PANEL STUFF is a super strength, alkaline detergent concentrate designed for use in cleaning 
solar panels.  
 

 PRODUCT USE 

 

SOLAR PANEL STUFF’s High-Powered Cleaning characteristics provide quick penetration, drives away 

greasy, grimy soil on solar panels. Safe for use as SOLAR PANEL STUFF will not attack paint or aluminium.  

 

PRODUCT DESCRIPTION 

 

Form         Water thin liquid  

Colour Green  

Solvent         None 

pH (concentration)     8.0 - 9.0 

 

DIRECTIONS FOR USE 
 

1. Firstly, use a garden hose and/or a bucket of water to wet the solar panel.  
2. Then apply SOLAR PANEL STUFF either via a spray bottle, or manually.  
3. Allow at least 30 seconds for SOLAR PANEL STUFF to settle on the panels and use a soft 

cloth/squeegee to wipe down the panels.  
4. Finally, rinse well with clean water.  
5. Use warm water for best results. 

 
PRECAUTIONS 
 

• Avoid scratching or damaging the glass at all costs. 

• Do not step on the panels. 

• Clean early morning or late evenings when panels are cooler. 

• Do not splash cold water on the hot glass surface as this may lead to cracks due to sudden contraction. 

• Do not allow SOLAR PANEL STUFF to dry on the panels. 

• Avoid contact with the eyes. 

• Keep out of reach of children. 
 

FIRST AID 
 

In case of contact with skin, rinse immediately with plenty of water. 

In case of contact with eyes, rinse immediately with plenty of water and seek medical advice. 

If swallowed, do not induce vomiting, seek medical advice immediately and show container or label. 

 

Note: for further details, refer to SOLAR PANEL STUFF MSDS 

 

SOLAR PANEL STUFF is made under the strict control of Reinol-Janek Chemicals (Pty) Ltd. 

 
DISCLAIMER: The information presented herein is based on available data from reliable sources and is correct to the best of Reinol-Janek 
Chemicals (Pty) Ltd's knowledge. Users must familiarise themselves with the information contained in this PDS and determine the 
suitability of the product prior to use. Reinol-Janek Chemicals (Pty) Ltd makes no warranty, express or implied, regarding the accuracy of 
the data or the results obtained from the use of this product. The user is solely responsible for determining the suitability of any material or 
product for a specific purpose and for adopting any appropriate safety precautions that may be required. 
 


